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23 CFR Ch. I (4–1–99 Edition)§ 650.201

Subpart B—Erosion and Sediment
Control on Highway Construc-
tion Projects

SOURCE: 59 FR 37939, July 26, 1994, unless
otherwise noted.

§ 650.201 Purpose.

The purpose of this subpart is to pre-
scribe policies and procedures for the
control of erosion, abatement of water
pollution, and prevention of damage by
sediment deposition from all construc-
tion projects funded under title 23,
United States Code.

§ 650.203 Policy.

It is the policy of the Federal High-
way Administration (FHWA) that all
highways funded in whole or in part
under title 23, United States Code,
shall be located, designed, constructed
and operated according to standards
that will minimize erosion and sedi-
ment damage to the highway and adja-
cent properties and abate pollution of
surface and ground water resources.
Guidance for the development of stand-
ards used to minimize erosion and sedi-
ment damage is referenced in § 650.211
of this part.

§ 650.205 Definitions.

Erosion control measures and practices
are actions that are taken to inhibit
the dislodging and transporting of soil
particles by water or wind, including
actions that limit the area of exposed
soil and minimize the time the soil is
exposed.

Permanent erosion and sediment control
measures and practices are installations
and design features of a construction
project which remain in place and in
service after completion of the project.

Pollutants are substances, including
sediment, which cause deterioration of
water quality when added to surface or
ground waters in sufficient quantity.

Sediment control measures and practices
are actions taken to control the deposi-
tion of sediments resulting from sur-
face runoff.

Temporary erosion and sediment control
measures and practices are actions taken
on an interim basis during construc-
tion to minimize the disturbance,

transportation, and unwanted deposi-
tion of sediment.

§ 650.207 Plans, specifications and esti-
mates.

(a) Emphasis shall be placed on ero-
sion control in the preparation of
plans, specifications and estimates.

(b) All reasonable steps shall be
taken to insure that highway project
designs for the control of erosion and
sedimentation and the protection of
water quality comply with applicable
standards and regulations of other
agencies.

[39 FR 36332, Oct. 9, 1974]

§ 650.209 Construction.

(a) Permanent erosion and sediment
control measures and practices shall be
established and implemented at the
earliest practicable time consistent
with good construction and manage-
ment practices.

(b) Implementation of temporary ero-
sion and sediment control measures
and practices shall be coordinated with
permanent measures to assure eco-
nomical, effective, and continuous con-
trol throughout construction.

(c) Erosion and sediment control
measures and practices shall be mon-
itored and maintained or revised to in-
sure that they are fulfilling their in-
tended function during the construc-
tion of the project.

(d) Federal-aid funds shall not be
used in erosion and sediment control
actions made necessary because of con-
tractor oversight, carelessness, or fail-
ure to implement sufficient control
measures.

(e) Pollutants used during highway
construction or operation and material
from sediment traps shall not be stock-
piled or disposed of in a manner which
makes them susceptible to being
washed into any watercourse by runoff
or high water. No pollutants shall be
deposited or disposed of in water-
courses.

§ 650.211 Guidelines.

(a) The FHWA adopts the AASHTO
Highway Drainage Guidelines, Volume
III, ‘‘Erosion and Sediment Control in
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